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The CP-10 provides plug and play digital signage for AC or solar-powered locations 9 Crossronss Prk & ride 23

and can easily be mounted to a shelter or freestanding pole. The CP-10 is designed @ pecaicontormansiconter 29
for extreme weather and outdoor use and offers a high-resolution ePaper screen R  cecterosds Buichmcs 42
with crisp daytime and nighttime visibility.

Route 100 Primo / Fredericksburg
Road is currently on detour due to a

. . . . . . . special event. No service from BOWIE
The CP-10 offers a variety of dynamic messaging options, including real-time or QPPOSITE SLUM 19 COMMERGE &
COMMERCE & PRESA

scheduled next departure information, real-time alerts and advertising imagery.

The system’s power and content are remotely managed by the Connectpoint Asset

Management System (CPAM™) from the convenience of a desktop or mobile device.

CP-10 Specifications

Screen Size 9.7 inches
Dimensions 10.9” Hx 8.6” W x 2.25”" D
Weight 6.5 Ibs.
Resolution 1200 x 825
Orientation Portrait or Landscape
Screen Protection 2 layer: 3mm Tempered , 2.5mm Gorilla Glass 3 (anti-glare & UV stability) / IKO7
Viewing Angle Ultra-Wide 160°
Screen Color 16 Level Greyscale Monochrome
Screen lllumination Direct Light Guide
Installation Applications Pole, Column or Shelter
Mounting Bracket Flush mount or angled downward bracket
Connectivity Wireless Cellular (4G) or WIFI
Operating Temp. -20°C to 60°C
IP Rating IP 66
Text-to-Speech Button Optional
Power Requirements Ultra-Low Power 12v, Solar/LiFePo Battery, 110v Adapter
Ordering Matrix
Code Model Power Source SIM Provider Connection Type Orientation Text to Speech
Button
cp 10 AC (Electric) CS (Connectpoint)) C (Wireless Cellular) P (Portrait) Optional
DC (Solar) W (WIFI) L (Landscape)

Example: CP-10-DC-CS-C-P-B
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